
Teamwork with many qualities
“We experienced collaborating with Hunkeler Sys-
teme AG as an enjoyable partnership. The project 
leader kept us up to date and the fi tters worked 
quickly. The new baling press had to be installed in 
the same location as the previous system. Thanks to 
a well-organised schedule, everything was success-
fully carried out and the new press went into oper-
ation on time.”

Heinz Zurkirchen
Head of Department Centre Services, City of Lucerne

Annually, the Centre in Ibach compacts about 2,000 tons of cardboard to 
bales. The material is recycled for the production of corrugated cardboard.

u The Head of Department, Centre Services, Heinz Zu-
rkirchen is pleased for a very good reason; a new bal-
ing press went into operation at the city of Lucerne’s 
Waste and Recycling Centre Ibach at the end of July. 
Hunkeler Systeme AG planned and implemented the 
system. In the fi rst two months, over 400 tons of car-
ton were compressed into 
bales. This is the equiv-
alent of a fi � h of the an-
nually processed volume. 
The material was collect-
ed from all over the city of 
Lucerne in rubbish collec-
tion vehicles and trans-
ported to the Waste and 
Recycling Centre.

Energy e�  ciency is also 
an important criteria
When investing in the 
new baling press, Heinz 
Zurkirchen and his col-
leagues were not looking 
for the cheapest system 
available. The project team wanted reliability and a 
high service standard from their supplier. They also 
wanted a tailor-made system from one individual sup-
plier. Hunkeler Systeme AG could meet these require-
ments.
Heinz Zurkirchen cites operating costs as an important 
factor. The system from Wikon was especially persua-

sive when it came to energy e�  ciency, he noted. The 
control system developed by Hunkeler Systeme AG 
regulates the energy requirements via a frequency 
converter. The baling press motors only start up when 
there is material to be processed. This innovative con-
trol concept keeps the cost per ton for compressed 

cardboard to a relatively 
low level.
“We are working more ef-
fi ciently with the new bal-
ing press”, says Heinz Zu-
rkirchen. Compared to the 
previous system, this has 
up to fi � y per cent more 
performance. The new 
press can process seven to 
eight tons an hour.
The rapid workfl ow is as-
sisted by standardised 
bale sizing: at 1.8 to two 
metres, they are as wide 
as the towing vehicles. 
Previously, the narrow-
er bales had to be load-

ed from both sides of the vehicle. Now loading takes 
place on one side only. It is not only faster, as Heinz 
Zurkirchen explains, but the transport loading is also 
more stable.
The compressed cardboard then goes to the Model AG 
company in Niedergösgen, where it is used for the pro-
duction of corrugated cardboard.

A new baling press is now in operation at Waste and Recycling Centre Ibach (Lucerne). Operational costs 
played an important role. Hunkeler Systeme AG’s control concept was an equally convincing argument.

Operating costs of prime importance

 Waste and Recycling Centre Ibach, Lucerne (Switzerland)
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Dear Readers

We started the year 2020 confi dent-
ly and optimistically. Then Corona 
arrived. The new virus meant that 
we were faced with huge, unexpect-
ed challenges. In situations like this, 
it is necessary to look to the future 
and take advantage of whatever op-
portunities present themselves. We 
have succeeded in being there for our 
global partners and customers. When 
we could not physically be present, 
our remote network meant that we 
were able to o� er swi�  support when 
needed.

What really made the year special 
was that, despite the virus, we were 
able to celebrate our double anniver-
sary in September with our partners 
and customers!

Here in Wikon we have used the time 
to work on the development of new 
products. One result of this work are 
the new so-called stand-alone solu-
tions for automatic die cutting ma-
chines in the packaging industry. 
Here we are talking about variants for 
the stripping station and the disposal 
of the scrap web in the blanking sta-
tion. The stand-alone solutions mean 
that it is possible for our customers to 
economically upgrade their die cut-
ting machine. Read more about this 
on page 4 of this edition of Focus.
A further new product is the Hunkel-
er Compact Aircleaner. In this com-
pact module, a multi-fi lter system re-
moves the smallest particles from the 
ambient air. More about the HKA on 
page 6. 

Behind all these innovations are those 
enthusiastic employees who make a 
huge contribution to the company. 
Many thanks to you all for your enor-
mous commitment!

With my best wishes
Kurt Käser, Managing Director

Over four days, we were pleased to welcome 140 guests here in Wikon. 
A guided tour took them through modern technology for disposal 
logistics, bank note destruction and indoor air fi ltration. Visitors from 
Hess Muldenservice AG and Schär Druckverarbeitung AG gained an 
inside view of the practical uses. We extend our thanks to everyone 
who came to see us in Wikon!

80 years of disposal technology, 30 years as Hunkeler Systeme 
AG: on the occasion of this double anniversary, the company 
Hunkeler Systeme AG invited customers and partners to Wikon.

140 guests celebrated with us

 Jubilee Week in Wikon, 22nd to 25th September 2020



Expertise and integrity: persuasive arguments
“We looked for a professional system and found it 
with Hunkeler Systeme AG. The technicians inspire 
confi dence with their expertise and reliable work. 
We received exemplary advice and the system went 
into operation on time. The remote support system 
is of exceptional quality. If a fault occurs, the tech-
nicians can analyise and rectify it via the internet 
without having to spend hours driving to teach us.” 

Pascal Laperrousaz,
Director Reisswolf AG, Satigny

In the four-shaft shredder, a robust cutting unit processes paper, carton as 
well as pieces of metal.

Loose sheets, cardboard boxes and complete binders are reduced in the 
system to particles according to security level P4.

u Pascal Laperrousaz directs the new branch of Reiss-
wolf AG in Satigny near Geneva. When he was faced 
with the decision of which shredder he should take to 
destroy confi dential documents, he very quickly made 
his choice. Reisswolf AG has worked for years with 
technology from Hunkeler Systeme AG in their facil-
ities in Basel and Zurich. For Pascal Laperrousaz, no 
other recommendation was necessary.
The new shredding system went into production this 
spring. Waste, ranging from loose sheets, cardboard 
boxes and on up to complete binders, are transport-
ed by an ascending conveyor to the shredder and are 
then reduced. The particle size of the reduced material 
conforms to security level P4, as set down in Norm DIN 
66399. A press compacts the shredded material to bales 
weighing up to 450 kilos.
Hunkeler Systeme AG used a four-sha�  shredder for 
the reduction process. A robust cutting unit shreds pa-
per, cardboard and even metal pieces.

High security standards are in place
Reisswolf AG operates according to the highest mod-
ern security standards for document destruction. The 
company is certifi ed according to Norm DIN 66399. 
Reisswolf AG makes the container available to the cus-
tomer who needs to dispose of documentation; each 
customer has one specifi c container assigned to them. 
Less bulky documents are thrown into the container 
via a slit cut into the top of the container. The con-
tainer can be opened for larger objects (binders). The 
opening mechanism can only be activated by author-
ised personnel with a personalised badge. The system 
registers each and every time the mechanism is oper-
ated. It is possible to trace who opened the container at 
which time. If a container is open for longer than two 
minutes, an alarm sounds.
“Hunkeler Systeme AG supports us with reliable 
high-performance and highly secure technology”, says 
Pascal Laperrousaz.

Reisswolf AG has organised a system for the shredding of documents in their location of Satigny, near 
Geneva. Testimonials spoke clear text in favour of Hunkeler Systeme AG’s technology.

Satigny follows Basel and Zurich

 Reisswolf AG, Satigny (Switzerland)



Shredder SZM with direct extraction of the scrap web
If the manufacturing operation is equipped with a pneumatic suc-
tion system, the die cutting machine can be connected to the sys-
tem. A scrap web shredder SZM reduces the waste (also complete 
sheets), which is removed from the production area via a hopper 
and piping. Jet fi lters clean the dust-laden transport air, which is 
then returned to the production area.

Shredder SZM with 90° conveyor
A scrap web shredder SZM reduces the scrap web and transfers the 
waste to a transport conveyor belt which is placed below the die 
cutting machine platform. A central transport belt takes the scrap 
web waste to a stationary press or a baling press.

Shredder SZM with compact suction HKU
The scrap web shredder SZM is connected to the compact suction 
system HKU by a hopper and piping. The reduced waste is extracted 
and taken to a transport belt via a material separator without pneu-
matic or mechanical pressure. Jet fi lters remove the dust from the 
air, which is then returned to the production hall.

Disposal of the scrap web and the stripping station
The hoppers for the stripping station and the scrap web shredder 
SZM are connected via piping with the compact suction system 
HKU. A material separator divides the die cut waste from the air and 
transfers it to a transport belt. Jet fi lters clean the air, which is re-
turned dust-free to the production area.

What are the advantages of the scrap web knife shredder?
Posson Packaging SAS (Louailles, France) produces packaging on 
several Bobst punching machines. Hunkeler Systeme AG equipped 
one of these machines with a scrap web shredder SZM. The shred-
ded scrap web is removed from the production area with a transport 
belt and is disposed of through a sha�  below fl oor level. There were 
four main arguments in favour of choosing the SZM: the low lev-
els of dust development, economical operation, quiet operation and 
the long blade service life of the SZM.

New concepts for the disposal of scrap web are characterised by smooth running, low dust develop-
ment and long cutter life in the scrap web shredding module SZM.

Di� erent confi gurations for di� erent needs

 New concepts for the disposal of scrap web waste on punching machines



Data carrier destruction on the HDDS 30 fulfi ls DIN66399 requirements for security level H5.

u One agency of the Swiss Confederation destroys 
hard discs with a HDDS 30 in their data centre. Highly 
sensitive, confi dential information is recorded on the 
discs. The decision to use the HDDS 30 was greatly in-
fl uenced by the reliable operation of the machine as 
well as its secure destruction processes.

Data is irreversibly destroyed
HDDS stands for “Hunkeler Document Destruction 
System”. Robust four-sha�  shredding technology is in-
stalled in the compact system. As well as hard discs, 
the HDDS 30 can destroy all electronic data carriers, 
from the compact disc, small USB-sticks and mobile 
phones up to and including notebooks.
The destruction process in the HDDS 30 fulfi ls DIN 
66399 requirements for security level H5. The max-

imum possible particle size through the perforated 
screen is a guaranteed 15 millimeters diameter. Data 
destruction in the HDDS 30 is complete and irrevers-
ible. Once shredded, the components and the data re-
corded on them can no longer be reconstructed. De-
pending on the size, between one to two hundred data 
carriers can be destroyed per hour.

Every step of the process is logged
Working with the HDDS 30 is well protected against 
misuse. The system can only be operated by author-
ised personnel. A� er the user has logged in via the 
touch screen, the electronic data carrier is identifi ed 
with a scanner and barcode. Every single destruction 
is logged with user, date, time and destroyed object 
and can be traced in the log fi le.

Absolute security is the priority. Which explains why a Swiss data centre decided on the Hunkeler Doc-
ument Destruction System HDDS 30. The shredding system securely and permanently destroys infor-
mation stored on data carriers.

Swiss Data Centre chooses the HDDS 30

 Secure hard disc destruction
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u Hunkeler Systeme AG has developed the HKZ 700 
for the disposal of production waste on box-on-de-
mand lines, on Bobst die cutting machines or in the 
processing of used cardboard. The new shredder re-
duces strips, sheets and boxes made of cardboard and 

corrugated cardboard to 50 × 200 mm particles. It can 
be operated as a stand-alone unit; in this case, the ma-
terial fed in manually. Or it can be directly connect-
ed to a production machine via a suitable interface. A 
frequency converter regulates the rotational speed of 
the cutting work according to the quantity to be pro-
cessed. Disposal of the particles is through an under-
fl oor conveyor belt or a pneumatic suction and com-
pression system.

The HKZ 700 supports economic e�  ciency.
The HKZ 700 shredder promotes and supports e�  -
ciency and economy in packaging production and in 
E-commerce. On the Bobst Mastercut machines, inter-
cut between the gripper edges is no longer necessary, 
because the material is shredded in the HKZ 700. On 
box-on-demand lines the waste no longer has to be 
manually placed in the cart and then pushed to the 
press container. Because the material is reduced in the 
HKZ 700 and extracted pneumatically, the production 
area remains clean and dust-free.   

Clean ambient air, less cleaning
u The Hunkeler Compact 
Aircleaner (HKA) protects 
against health damaging 
fi ne dust. It removes the 
tiniest particles from the 
ambient air. The HKA is as 
standard fi tted with class 
E11 fi lters. Fine dust and 
pollen are fi ltered out and 
the resultant air quality 
corresponds to ISO 16890 
requirements. The e� ect of 
the fi lters is equivalent to that of class FFP1 to FFP3 
protective masks (protection against micro-organisms 
and viruses).
A maintenance free fan is also fi tted in the Hunkeler 
Compact Aircleaner HKA. With a fi lter performance 
of 10,000 cubic metres an hour (Model HKA 10,000), 
the energy consumption of 750 watts an hour is very 
low indeed. A 250 volt connection is su�  cient. As well 
as the HKA 10,000, a smaller version of the Hunkeler 
Compact Aircleaner HKA 3000 is available.
        

Always the perfect fi ltration
u  Filters are meant to keep 
the working and producti-
no environment dust-free. 
To do so, the fi lter must 
operate correctly. The new 
fi lter fault alarm monitor 
HSA FFA-19 guarantees one 
hundred percent correct 
operation. Via an acoustic 
signal, the alarm monitor 
can draw attention to a po-
tentially damaged fi lter.
A two-level alarm system means that early warning 
functions can be confi gured by the user according to 
his specifi c needs. Individual setting options prevent 
the sensor from triggering a false alarm when it comes 
to performance peaks.
The alarm monitor can be installed for all fi lters used 
in Hunkeler Systeme AG disposal systems. It is also 
possible to upgrade existing fi lters. The HSA FFA-19 is 
integrated into the Hunkeler Systeme AG main system 
controls.

For packaging production and E-Commerce

 Hunkeler Carton Shredder (HKZ)

 Hunkeler Compact Aircleaner (HKA)  Filter Fault Alarm Monitor (HSA FFA-19)
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